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SIMA High Protection

Grammage:
350 g/m²

Dimension:
1x25 m 

1. Identification of the substance and the company
1.1. Product identification
Substance name/trade name: Sima High Protection

1.2. Relevant identified uses of the substance
Construction industry

1.3. Details of the supplier
Manufacturer/supplier: Sima GmbH, Anton-Tonoli-Straße 3, 77790 Steinach
Contact point for technical information: Sales department
Phone: +49 7832/97530- 0
Email: info@sima-handel.com

2. Potential hazards
Not a hazardous product under normal conditions.

3. Composition/information on ingredients
Information on the type of nonwoven fabric: Needle-punched nonwoven fabric with polypropylene fibers
Information on the film: Polyethylene
Adhesive: Acrylic (water-based)
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4.1. Description of first aid measures 
No special measures required 
After inhalation 
No special measures required 
After skin contact 
As with many materials, however, a very small percentage of the population may be allergic to one or more components 
of this product. Employees who have experienced skin symptoms or allergies in the past should not undertake work tasks 
that involve direct contact with the product without prior medical approval. Skin contact with molten materials should be 
treated by a doctor. 
After eye contact 
Rinse eyes with water for at least 15 minutes. 
After ingestion 
No special measures 

5. Firefighting measures 
5.1. Extinguishing media 
The following agents can be used to extinguish fires involving this product: water jet, dry chemical agents, foam, carbon 
dioxide, or halon. 

5.2. Special hazards arising from the substance or mixture 
Traces of CO (carbon monoxide) may be produced during combustion. 

5.3. Firefighting advice 
No special measures required.

6. Accidental release measures 
6.1. Procedures to be followed 
None 

6.2. Environmental precautions 
None 

6.3. Personal precautions, protective equipment, and emergency procedures 
None

7. Handling and storage 
7.1. Protective measures for safe handling 
Ensure that ventilation measures do not lead to fiber dispersion, dust formation, or decomposition products. It is 
recommended to clean machines, work areas, and clothing regularly. Keep the product away from ignition sources and 
flammable substances. Electrical voltage can also pose a hazard. 
Please be careful when moving needle felt rolls! 
Use suitable aids and appropriate protective equipment. 
Information on protection against explosions and fires 
None 

7.2. Conditions for safe storage, taking into account incompatibilities 
Nonwovens should be stored in a closed, dry, and regularly ventilated place under conditions that prevent dirt, moisture, 
or damage. The distance from electrical equipment and lighting systems depends on local fire safety regulations.
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Store the product in a cool and well-ventilated environment. The storage temperature should be above 0 °C, but must not 
exceed +30 °C. 
Information on storage in a shared warehouse 
Please do not store the product near highly oxidizing materials or in direct sunlight. 
Further information on storage conditions 
Please take care when stowing needle felt rolls! Roll stacks can become unstable, so it is essential that the necessary safety 
measures are taken when stacking and storing them. 
Storage class 
Not applicable 
Specific end use(s) 
Not applicable 

8. Exposure controls/personal protection equipment 
No occupational exposure limits apply. 
Personal protective equipment: 
Respiratory protection: None 
Hand protection: People with allergies should avoid prolonged contact with the product. 
Eye protection: Not required. 
Body protection: It is recommended to wear safety shoes when transporting rolls.

9. Physical and chemical properties
9.1. Information on basic physical and chemical properties
Form: Solid material
Appearance: Opaque
Odor: Virtually odorless
Melting range: Film: 100-130°C, nonwoven: 160°C 
Solubility in water: insoluble (film), negligible, less than 1% (nonwoven) 
pH value: not applicable for film 6.5 ± 1.0 at a concentration of 10% 
(resulting from the spinning additive) (nonwoven) 
Density: 0.95-1.05 g/cm³ at 20°C (film) 
Vapor pressure: not applicable 
Ignition temperature: not applicable 
Decomposition temperature: Film: N/A, nonwoven: 350°C PES 
Viscosity: not applicable 
Flash point: not applicable

10. Stability and Reactivity
General information on stability: 
Stable if the recommended regulations for storage and handling are observed.
Incompatible materials: 
Not compatible with strong acids, bases, oxidizing agents, and strong oxidizers.
Unsuitable conditions: 
Do not expose the product to excessive heat. Starting at a temperature of approx. 435 ºF (225 ºC), light fume 
development occurs. This fume formation increases continuously until decomposition (thermal degradation and oxidative 
pyrolysis) sets in at about 572 ºF (300 ºC). At temperatures above 572 ºF (300 ºC), decomposition heat may cause a rapid 
temperature rise, which in turn accelerates the decomposition process. 
Under these conditions, hazardous substances such as carbon monoxide, formaldehyde, and acrolein may be generated.
Hazardous decomposition products: 
During decomposition or combustion, carbon monoxide, acetic acid, carbon dioxide, hydrocarbons, aldehydes, ketones, 
acrolein, and fatty acids may be released.
Hazardous polymerization: 
No hazardous polymerization occurs if the usual or recommended regulations for storage and handling are observed.
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Nonwoven fibers are non-toxic. Please contact the manufacturer before using the product for special applications (e.g., in 
the food industry, or for hygienic, medical, or surgical purposes). 
Fibers may contain up to 1% finishing agents.
Acute toxicity: 
None
Primary irritant effect: 
None
Sensitization: 
No sensitizing effects known
Subacute to chronic toxicity: 
None
Additional toxicological information: 
None

12. Ecological Information
The material is environmentally safe if residues are disposed of in accordance with applicable legal regulations. Due to its 
chemical nature, the material is not ecotoxic and not biodegradable.

13. Disposal Considerations
The material is environmentally safe if residues are disposed of in accordance with applicable legal regulations. Due to its 
chemical nature, the material is not ecotoxic and only poorly biodegradable.
Supplier’s recommendation: After use, the nonwoven cover fabric may be disposed of with normal household/residual 
waste.

14. Transport Information
Not classified as dangerous according to national/international transport regulations.

15. Regulatory Information
Chemical safety assessment: 
No data available
Not subject to labeling requirements under EC directives. 
Good industrial hygiene and safety practices should be observed when handling.
Water hazard class: 
Not hazardous to water.



Sima GmbH
Anton-Tonoli-Straße 3 77790 Steinach
Tel. +49 (0) 78 32 - 9 75 30 – 0
Fax: +49 (0) 78 32 - 9 75 30 - 23
info@sima-handel.com
www.sima-handel.com
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t 16. Other Information
The fibers may contain up to 1% coating agents. Coating agents, if necessary, can be removed by rinsing with water. 
The above information is based on the current state of our knowledge and describes the product in terms of safety 
requirements. 
However, it does not constitute a guarantee of specific product properties and does not establish a legally valid contractual 
relationship. 
From this data, neither a warranted quality nor the suitability of the product for a specific purpose can be derived.


